
 

 

IP67 Sealed Toggle Switches 

Highest quality for the most demanding applications   

3000 Series Toggle 

Electrical Rating:   15A - 125 VAC ,  10A - 250 VAC 

Life Cycles:  100,000 Electrical     100,000 Mechanical 

Operating Temp:  -10°C to +65°C 

Sealing:    seal tested per IP67 standards to withstand submersion in water to a depth of 1 meter for 30 minutes, Meets IP68 

Dielectric Strength  1000 Volts RMS Minimum 

Mounting Means 15/32” Bushing, Keyway .078 - .083 Wide X .037 - .043 Deep,   Standard Hardware supplied 

3000 Series   

Standard 15/32" diameter bushing.  Standard Bat length is .560".   

Current Rating Catalog No.  Action Termination 

15A -125VAC, 10A-250VAC 3005C Fig 1 SPST on-none-off .250" QC 

15A -125VAC, 10A-250VAC 3005D Fig 2 SPST on-none-off 6” Wire Leads, #16 Gauge 

15A -125VAC, 10A-250VAC 3001C Fig 1 SPDT on-none-on .250" QC 

15A -125VAC, 10A-250VAC 3001D Fig 2 SPDT on-none-on 6” Wire Leads, #16 Gauge 

15A -125VAC, 10A-250VAC 3002C Fig 1 SPDT on-off-on .250" QC 

15A -125VAC, 10A-250VAC 3002D Fig 2 SPDT on-off-on 6” Wire Leads, #16 Gauge 

Contact 

Electroswitch  

Phone: 888-768-2797     

sales@electro-nc.com   

Fig 2 Fig 1 

All Information subject to change without notice 

Flier EEP–SG-15 RevA ©Copyright Electroswitch 2014 



 

 

IP67 Sealed Toggle Switches 

Highest quality for the most demanding applications   

3100 Series Toggle 

Electrical Rating:   6A - 125 VAC ,  3A - 250 VAC 

Life Cycles: 25,000 Electrical (Optional 75,000 with silver rocker) 50,000 Mechanical   (Optional 100,000 with silver rocker) 

Operating Temp:  -10°C to +65°C 

Sealing:    seal tested per IP67 standards to withstand submersion in water to a depth of 1 meter for 30 minutes, Meets IP68 

UL Recognized  File No. E66512, Vol 1, Sec.12 

Dielectric Strength  1000 Volts RMS Minimum 

Mounting Means 15/32” Bushing, Keyway .078 - .083 Wide X .037 - .043 Deep,   Standard Hardware supplied 

3100 Series   

Standard 15/32" diameter bushing.  Standard Bat length is .560".   

Current Rating Catalog No.  Action Termination 

6A -125VAC, 3A-250VAC 3105C Fig 1 SPST on-none-off .250" QC 

6A -125VAC, 3A-250VAC 3105D Fig 2 SPST on-none-off 6” Wire Leads, #16 Gauge 

6A -125VAC, 3A-250VAC 3101C Fig 1 SPDT on-none-on .250" QC 

6A -125VAC, 3A-250VAC 3101D Fig 2 SPDT on-none-on 6” Wire Leads, #16 Gauge 

6A -125VAC, 3A-250VAC 3102C Fig 1 SPDT on-off-on .250" QC 

6A -125VAC, 3A-250VAC 3102D Fig 2 SPDT on-off-on 6” Wire Leads, #16 Gauge 

Contact 

Electroswitch  

Phone: 888-768-2797     

sales@electro-nc.com   

Fig 2 Fig 1 

All Information subject to change without notice 

Flier EEP–SG-6 RevA ©Copyright Electroswitch 2014 



 

 

IP67 Sealed Toggle Switches 

Highest quality for the most demanding applications   

Contact 

Electroswitch  

Phone: 888-768-2797     

sales@electro-nc.com   

3300 Series   

Standard 15/32" diameter bushing.  Standard Bat length is .560".   

Current Rating Catalog No.  Action Termination 

20A -125VAC, 1 HP 3305C Fig 1 SPST on-none-off .250" QC 

20A -125VAC, 1 HP 3305D Fig 2 SPST on-none-off 6” Wire Leads, #16 Gauge 

20A -125VAC, 1 HP 3301C Fig 1 SPDT on-none-on .250" QC 

20A -125VAC, 1 HP 3301D Fig 2 SPDT on-none-on 6" Wire Leads, #16 Gauge 

20A -125VAC, 1 HP 3302C Fig 1 SPDT on-off-on .250" QC 

20A -125VAC, 1 HP 3302D Fig 2 SPDT on-off-on 6” Wire Leads, #16 Gauge 

3300 Series Toggle 

Electrical Rating:   20A - 125 VAC ,  10A - 250 VAC, 1 HP 125-250 VAC 

Life Cycles:  100,000 Electrical     100,000 Mechanical 

Operating Temp:  -10°C to +65°C 

Sealing:    seal tested per IP67 standards to withstand submersion in water to a depth of 1 meter for 30 minutes, Meets IP68 

Dielectric Strength  1000 Volts RMS Minimum 

Mounting Means 15/32” Bushing, Keyway .078 - .083 Wide X .037 - .043 Deep,   Standard Hardware supplied 

Fig 2 Fig 1 

All Information subject to change without notice 

Flier EEP–SG-20 RevA ©Copyright Electroswitch 2014 



 This catalog illustrates the standard switch designs 
presently available. Included are circuit arrangements, 
electrical ratings, dimensions, mounting, termination 
and actuator options. This information is organized in a 
concise chart format to simplify the selection and order-
ing of the particular switches required.

Quality

Economy

Service

Electroswitch switches are designed to meet the highest stan-
dards of quality and reliability, combining maximum performance 
characteristics with compact size.

Dependable design features, durabliity, competitive pricing and 
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your best buy.

We cordially welcome all inquiries or questions regarding your 
switch requirements. Samples of standard catalog items can be 
furnished immediately upon request. Call or write Electroswitch 
for a prompt quotation.

2010 Yonkers Road, Raleigh, North Carolina 27604 USA
Phone: 888-768-2797 or 919-833-0707

Fax: 800-909-9171 or 919-833-8016
www.electro-nc.com

Email: sales@electro-nc.com

Why Specify Electroswitch Switches?

UL FILE NO. E7407
CSA FILE NO. LR8435
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Toggle Switches
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Toggle Switches
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Toggle Switches
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Toggle Switches - D.C. Rated

Special Application - SHORTING SWITCH
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Wire Lead Toggle & Push Button Switches
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Switch Hardware

Push Button Switches
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